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• Provides 1-1/2” to 1-3/4” (38 - 44 mm)
seed spread. Works best with a   
1” (25 mm) single tube seed boot. 

• Long-wearing high-chrome tip. 

• Runs through the ground at a fairly 
vertical angle for less rock pulling.

• Very dependable in many different 
conditions.

• Designed to work with 300-ATM-1035 

of the 300 Series Seed Boot System. 
See pages 68-69 for more details.

• 3/4” (19 mm) weld-on tip, available with 
carbide (200-KNF-0811) or without 
carbide (200-KNF-0810).

• This low disturbance opener is low in 
draft and easy pulling.

• Designed to work with 300-ATM-1035 

of the 300 Series Seed Boot System. 
See pages 68-69 for more details.

• 3/4” (19 mm) weld-on tip with extra 
carbide for long-lasting wear life.

• Vertical approach reduces rock pulling.

THIS SINGLE SHOOT OPENER FITS: 

200 SERIES SPEED-LOC™

200-HOE-1700

THIS SINGLE SHOOT OPENER FITS: 

200 SERIES SPEED-LOC™

THIS SINGLE SHOOT OPENER FITS: 

200 SERIES SPEED-LOC™

200-KNF-0811 (CARBIDE)

200-KNF-0810
200-KNF-0813

200-KNF-0811


